
SYSTEM VOLTAGE (L-L) SYSTEM GROUNDING BIL TERMINATIONS - LINE SIDE

 2.4 kV  14.4 kV  Grd. Wye  95 kV   Live-Front / NEMA 2 Hole

 4.16 kV  20.78 kV  Ungrounded  125 kV   Live-Front / NEMA 4 Hole

 7.2 kV  22.86 kV  Delta  150 kV   200 A Dead-Front Bushing Wells / Qty 1 per phase

 8.32 kV  24.94 kV   200 A Dead-Front Bushing Wells with Inserts / Qty 1 per phase

 11.0 kV  26.4 kV   200 A Dead-Front Bushing Wells / Qty 2 per phase

 12.47 kV  27.6 kV   200 A Dead-Front Bushing Wells with Inserts / Qty 2 per phase

 13.2  kV  28.8 kV   600 A Dead-Front Bushing Wells / Qty 1 per phase

 13.8 kV  34.5 kV   600 A Dead-Front Bushing Wells / Qty 2 per phase

TERMINATIONS - LOAD SIDE CT Ratio VT Ratio CURRENT TRANSFORMER BRAND / PART NUMBER

   200 A Dead-Front Bushing Wells / Qty 1 per phase   5:5   150:5   20:1   140:1   GE /

   200 A Dead-Front Bushing Wells with Inserts / Qty 1 per phase   10:5   200:5   35:1   166:1   ABB /

   200 A Dead-Front Bushing Wells / Qty 2 per phase   15:5   300:5   40:1   200:1   Arteche /

   200 A Dead-Front Bushing Wells with Inserts / Qty 2 per phase   20:5   400:5   60:1   207.5:1   RITZ /

   600 A Dead-Front Bushing Wells / Qty 1 per phase   25:5   500:5   63.5:1   208.3:1   Amran /

   600 A Dead-Front Bushing Wells / Qty 2 per phase   30:5   600:5   66.4:1   220:1   Motortronics /

  40:5   800:5   70:1   240:1   Peak Demand /

  50:5   1000:5   100:1   300:1   Other /

  75:5   1200:5   115:1   No Preference

  100:5   2000:5   120:1   Other

VOLTAGE TRANSFORMER BRAND / PART NUMBER ENCLOSURE MATERIAL
PRIMARY WIRING

(BUSHINGS TO TRANSFORMERS)
METER SOCKET / 

BRAND PART NUMBER

  GE /  11 gauge Steel (Standard)  Yes  Millbank / 

  ABB /  11 gauge 304 Stainless Steel  No  Other / 

  Arteche /  11 gauge 316 Stainless Steel  No Preference

  RITZ /

  Amran /

  Motortronics / SURGE ARRESTERS INSTALLED- SECONDARY METER SOCKET

  Peak Demand / LIVE FRONT ONLY WIRING SUPPLIED BY

  Other /   Yes (Live-Front Only)   Yes   Federal Pacific
  No Preference   No   No   Customer

INSTRUMENT TRANSFORMERS SUPPLIED BY ENCLOSURE COLOR
SECONDARY WIRING

COLOR CODE
METER SOCKET INSTALLED BY

 Federal Pacific   Green - Munsell 7GYS3.29/1.5 (Standard)   Standard (Gray)   Federal Pacific
 Customer   Gray - ANSI 61   Custom (Please attach requirements)   Customer

  Other

INSTRUMENT TRANSFORMERS INSTALLED BY

 Federal Pacific
 Customer

1075 Old Airport Road • Bristol, VA 24201 • (276) 669-4084 • FAX (276) 669-1869  •  www.federalpacific.com    ISO 9001:2015 Registered
FP-PMDFCheckList-09/2024
© 2024 Electro-Mechanical, LLC

AN 

AMERICAN 

COMPANY

PMDF/LF Primary Metering 
Pad-Mount Switchgear Checklist

METER SOCKET OPTIONS

 None - Terminal Blocks Only  SS Pan  Form 9S w/Test Switch  Form 5S w/Test Switch

 Other  Standard Pan  Form 9S w/o Test Switch  Form 5S w/o Test Switch


